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Positive	contacts	opening	(IEC	60947-5-1	Annex	K)		

Mechanical	protection	degree	-	front	part	IP65,	connection	terminals	IP20	(for	switches	CS40,63,80	-	option	with		
protection	cover	is	required)		

Loosely	screwed	“self-lifting”	clamps	offer	easier	connection								
DIN-rail	or	screw	mounting		

•              
•              

•              

•              
Type Type I		/	Uth	i

DS16 A0	(			48) 16	A	/	600	V

DS25 A0	(			48) 25	A	/	600	V

DS32 A0	(			48) 32	A	/	600	V

DS40R A0	(			48) 40	A	/	600	V

DS40 A1	(			65) 40	A	/	600	V

DS63 A1	(			65) 63	A	/	600	V

DS80 A1	(			65) 80	A	/	600	V

		

Switches	series	DS	have	been	developed	to	the	latest	achieve-
ments	in		the	field	of	switching	devices	through	the	application	
of	quality	insulation		materials	and	contacts	made	with	silver	
alloys.	Modular	construction		allows	subsequent	changes,	so	
stocking	costs	can	be	lowered.	
Elements	that	can	be	fixed	to	the	left	and/or	right	side	of	the	
switch:													

fourth	pole	(N-pole)												

auxiliary	contacts	2	n/o		
auxiliary	contacts	1n/o+1n/c											

PE	terminal										
N	terminal					

•              

•              
•              

•              
•              

Because	of	the	larger	opening	clearances	the	switches	series	
DS	are		particularly	suitable	for	main	switches	(switch	dis-
connectors)	and	safety		switches	(emergency-off	switches).
Switches	series	DS	are	built	in		accordance	with	the	following	
standards:	IEC	60947-1,-3,	IEC	60204,		DIN	EN	61058,	UL	
508,C22.2	No.14	etc.										

General:     			

•	Two	modular	frame	sizes:	
	 A0	size	(16-25-32-40	A)		
	 A1	size	(40-63-80	A)		
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MOUNTING	SIZES

TECHNICAL	DATA
Switch	type DS16 DS25 DS32 DS40R DS40 DS63 DS80

Rated	insulation	voltage Ui V 690

Rated	impulse	withstand	voltage	(III/3)		1) Uimp kV 6

Rated	thermal	current Ith A 16 25 32 40 40 63 80

Rated	short-time	withstand	current		(1	s) Icw A 400 500 600 600 1100 1300 1400

Max.	fuse	size	for	short 10	kA

In A

35 35 35 40 80 80 80

circuit	protection 25	kA 32 32 32 32 63 63 63

gG	characteristic 50	kA 32 32 32 32 63 63 63

Rated	operational	current				AC1/AC21A Ie A 16 25 32 40 40 63 80

Motor	switch	in

3	
ph

as
e	

A
C

3

220/240	V

kW

3.7 5.5 7.5 7.5 11 11 15

utilization	category 380/440	V 3.5 7.5 11 11 15 22 25

500	V 7.5 11 15 15 22 25 30

690	V 7.5 11 15 15 22 25 25

3	
ph

as
e	

A
C

23

220/240	V 4 7.5 9 9 11 15 18.5

380/440	V 7.5 11 15 15 18.5 25 30

500	V 9 15 15 15 22 30 37

690	V 9 15 15 15 22 30 30

Conductor	size
rigid

S

mm2 10 10 10 10 25 25 25

AWG 8 8 8 8 4 4 4

flexible
mm2 6 6 6 6 16 16 16

AWG 10 10 10 10 6 6 6

1) valid for neutral earthed systems, overvoltage category III, polution degree 3

AUXILIARY	CONTACTS
Type DSX

Rated	insulation	voltage Ui V 690

Rated	thermal	current Ith A 10

Rated	operational	current 110	V

Ie A

8

220-240	V 8

380-400	V 3

660-690	V 1

Conductor	size
rigid

S

mm2 1.5

AWG 14

flexible
mm2 1.5

AWG 14
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		ACCESSORIES

		ORDERING	CODES	FOR	ACCESSORIES
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ORDERING	CODES	FOR	ACCESSORIES

DIMENSIONS
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DIMENSIONS
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ORDERING	CODE




